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NOTES: RYE."|  SECTION counTy | JOTAL |SHEET

PRE-STAGE 1 CONSTRUCTION: 1. THE CONTRACTOR SHALL MAINTAIN ACCESS TO PRIVATE AND FIELD ENTRANCES LOCATED 309]  SeR-2 = ZAL“°”N e8| 15
- WITHIN THE LIMITS OF THE PROJECT. STA. 458+00.00 TA. _464+00.00
I PRE-STAGE 1 CONSTRUCTION SHALL CONSIST OF THE RELOCATION OF THE EXISTING GUARD . 530 o o TUERO] 50 A PRoRET

3. ALL ADDITIONAL TRAFFIC SIGNAL HEADS, LOOP DETECTORS AND ASSOCIATED EQUIPMENT
STAGE 1 CONSTRUCTION: SAND MODULE IMPACT ATTENUATOR LAYOUT REQUIRED TO MAINTAIN ACCESS AT THE FIELD AND DRIVEWAY ENTRANCES SHALL BE
(IF OPTION USED) INCLUDED IN THE COST OF “TEMPORARY BRIDGE TRAFFIC SIGNALS”
1. STAGE 1 CONSTRUCTION SHALL CONSIST OF STAGE 1 REMOVAL OF THE EXISTING
STRUCTURE, AND STAGE I CONSTRUCTION OF THE REPLACEMENT STRUCTURE, PAVEMENT
REMOVAL, GRADING, RESURFACING THE RIGHT SIDE PAVEMENT NORTH AND SOUTH OF THE

RAIL, CONSTRUCTION OF THE 4/’ PAVEMENT WIDENING ON THE NORTHEAST AND NORTHWEST TRAFFIC CONTROL & PROTECTION, STANDARD 701321 (SPECIAL) INCLUDES BOTH STAGE T &
CORNERS OF THE STRUCTURE, AND PLACEMENT OF THE W33X118 STEEL BEAM UNDER BEAM 3 I AND ANY ADDITIONAL SIGNING OR TRAFFIC CONTROL DEVICES SHOWN ON THE STAGE
OF THE EXISTING STRUCTURE AS SHOWN ON PAGE 24A OF THE PLANS. TRAFFIC CONTROL CONSTRUCTION PLARS.

SHALL BE IN ACCORDANCE WITH TRAFFIC CONTROL AND PROTECTION, STANDARD T701326.
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4. THE COST OF “BARRICADES, TYPE IIT” SHALL BE INCLUDED IN THE COST OF "TRAFFIC
CONTROL AND PROTECTION, STANDARD 701321 (SPECIAL)”.

STRUCTURE, GUARDRAIL, RIPRAP, ETC. STAGE 1 CONSTRUCTION SHALL BE DONE ACCORDING
TO STAGE CONSTRUCTION AS DETAILED IN THE BRIDGE PLANS., TRAFFIC CONTROL SHALL BE S ALL SIDEROADS AND ENTRANCES WITHIN TRAFFIC CONTROL SHALL HAVE “NO RIGHT TURN ON
IN ACCORDANCE WITH THE APPLICABLE PORTIONS OF STANDARD 701321 AND AS DETAILED RED” AND “STOP HERE ON RED” SIGNS. THE COST SHALL BE INCLUDED IN THE COST OF
IN THE STAGE CONSTRUCTION PLANS. THIS TRAFFIC CONTROL SHALL BE PAID FOR AS “TRAFFIC CONTROL AND PROTECTION, STANDARD 701321 (SPECIALY".
TRAFFIC CONTROL AND PROTECTION 701321 (SPECIAL).
LIGHTED BARRELS OR BARRICADES @ MAX 25 CENTERS

SEE STANDARD 701321
FOR DETAILS NOT SHOWN
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